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CODE DESCRIPTION WIDTH 
(mm)

LENGTH 
(mm)

m 2 PER 
ROLL

164674 THERMOSEAL FIRESPEC 1500 30 45
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CODE DESCRIPTION WIDTH 
(mm)

LENGTH 
(mm)

m 2 PER 
ROLL

167641 ENVIROSEAL RW 1500 30 45

118153 ENVIROSEAL RW 1500 50 75

165532 ENVIROSEAL RW-IT 1500 50 75

138628 ENVIROSEAL RW 2750 25 68.75

155884 ENVIROSEAL RW 3000 25 75

CODE DESCRIPTION WIDTH 
(mm)

LENGTH 
(mm)

m 2 PER 
ROLL

114175 ENVIROSEAL CW 1500 50 75

134863 ENVIROSEAL CW-IT 1500 50 75

*RW-IT is a product variant that includes integrated tape.

*CW-IT is a product variant that includes integrated tape.
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CODE DESCRIPTION WIDTH 
(mm)

LENGTH 
(mm)

m 2 PER 
ROLL

124652 WALL WRAP XP 1350 60 81

125825 WALL WRAP XP 1350 30 40.5

181126 WALL WRAP XP 1500 30 45

181127 WALL WRAP XP 1500 60 90

Fire Performance of Wall Wrap - Evidence of Suitability (Stephen Grubitts & Associates - 2013/277.32 R2.5)



THERMOSE AL FIRESPEC THERMOSE AL WALL WR AP XP ENVIROSE AL RW & CW

VAPOUR CONTROL 
CLASSIFICATION CLASS 2 VAPOUR BARRIER CLASS 1 VAPOUR BARRIER CLASS 4 VAPOUR PERMEABLE

CLIMATE 
CONSIDERATION

RECOMMENDED FOR WARMER CLIMATES 
WHERE LOWER INSULATION VALUES ARE 

USED

RECOMMENDED FOR HOT TO TROPICAL 
CLIMATES WHERE LOWER INSULATION 

VALUES ARE USED

 
WHERE HIGHER INSULATION VALUES ARE 

USED

WATER CONTROL 
CLASSIFICATION WATER BARRIER (HIGH) WATER BARRIER (HIGH) WATER BARRIER (HIGH)

DUTY CLASSIFICATION EXTRA HEAVY DUTY EXTRA HEAVY DUTY LIGHT*

NON-COMBUSTIBLE 
SUPPORTING 

DOCUMENTATION

AS1530 PART 1/2/3 TEST REPORTS AND 
CSIRO REPORT FCO-3235

FIRE PERFORMANCE OF WALL WRAP 
- EVIDENCE OF SUITABILITY (STEPHEN 

GRUBITTS & ASSOCIATES - REPORT 
2013/277.32 R2.5)

FIRE PERFORMANCE OF WALL WRAP 
- EVIDENCE OF SUITABILITY (STEPHEN 

GRUBITTS & ASSOCIATES - REPORT 
2013/277.32 R2.5)


